
October, 2021     © 2017-2021 HORIBA Advanced Techno Co., Ltd.
CODE:GZ0000465147C

電気伝導率電極　取扱説明書

低電気伝導率水用

標準的な電気伝導率電極

高電気伝導率水用

低電気伝導率水用

標準的な電気伝導率電極

高電気伝導率水用

カラムクロマト(微量用)
の電気伝導率検出用



〒 601-8551 京都市南区吉祥院宮の東町2番地
http://www.horiba-adt.jp

本電極のセル定数は、電極上部に表示されています。電極
のセル定数係数部分の値を、単位に注意して電気伝導率計
に入力してください。
電気伝導率計付属の取扱説明書をあわせてお読みください。

一般用電気伝導率電極の場合

流通形電気伝導率電極の場合

純水などの低電気伝導率水（数100μS/m以下）の測定におい
ては、空気中の炭酸ガス吸収などによる外乱影響を受ける場
合があります。このようなときには、空気を遮断し密栓状態
で測定するか、流通形電気伝導率電極の使用をお勧めします。
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Conformable standards
This equipment conforms to the following standards:

RoHS: EN IEC 63000
9. Monitoring and control instruments 
including industrial monitoring and 
control instruments

RoHS: BS EN IEC 63000
9. Monitoring and control instruments 
including industrial monitoring and 
control instruments

Authorised representative in EU and UK
● HORIBA Europe GmbH

Hans-Mess-Str.6, 
D-61440 Oberursel, 
Germany

● HORIBA UK Limited
Kyoto Close, 
Moulton Park, 
Northampton, 
NN3 6FL, UK



http://www.horiba-adt.jp
2 Miyanohigashi-cho, Kisshoin, Minami-ku, Kyoto, 601-8551, Japan
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